2190 x 12 NEW TUBULAR COLUMNS /

CAPPED AND SITE WELDED AT TOP
TO NEW ROOF STEELS.

T 178x102x19 UB ROOF STEELS. — —

1100 OFF FFL.

20mm FINISHES INCLUDED TO TOP
OF EXISTING NEW CONCRETE CAST
ROOF BEAM.

ALL AS AGREED ON SITE WITH PAT
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3425 RISE 19 EQUAKL RISERS @ 180

2190 x 12 NEW TUBULAR COLUMNS
PREP'T AND SITE WELDED TO TOP
OF EXISTING COLUMNS AT THIS POINT.
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INTERNAL WELL BALUSTRADE
OMTTED FOR CLARITY.
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250x10 FLAT STRINGERS.

150%x100x6.3 RHS

SUPPORT ARMS INDICATED
BUT OMITTED FROM WINDERS
FOR CLARITY.

ARMS HAVE 6mm GUSSETS
UNDER AS SHOWN.

] N /’ EXISTING BAL STOPS HERE

il

1100 OFF FFL.

EXTERNAL WELL BALUSTRADE
OMITTED FOR CLARITY.

48x3.2 S/S TUBULAR HANDRAIL
SATIN POLISHED 240 GRIT

S/S GRADE 304.

SIS YATCH HTTING TYPE
WIRE INFILLS TO MATCH
EXISTING.

420 MLD STEEL STANDARDS | \M

.......

TO MATCH EXISTING DRILLED — |
TO PASS INFILL WIRES.
CONNECTION AT HANDRAIL TO

.....................

R gl L

MATCH EXISTING.

................................

................................

5mm PRESSED TRAY TREAD UNITS
WITH 40x40x5 WELDED SEATING

CLEATS - NOTE EXISTING STAIRCASE
TREADS SITE WELDED IN POSITION

ARCHITECT/CONTRACTOR TO CONFIRM
PREFERED INSTALLATION PROCESS -
WOULD BOLTED TREADS BE BETTER.

——— EXTG 2199 COLUMN

2776 SURVEYED FINISHED OPENING

NOTES

NOTES:-

WELDING ENGINEERS SURVEY 10-6-05

ALL STEELWORK TO BE GRADE 8275
ALL BOLTS TO BE GRADE 8.8

STAIRCASE AND STANDARDS

SHALL HAVE THE FOLLOWING FINISH:-
SITE APPLIED BLACK PAINT TO MATCH
EXISTING.

NOTE!
METHOD OF TREAD FIXING TO BE DETERMINED.
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